
Our BASIX HOSE RACK is basic in design but engineered with a patent pending 
welded one-piece construction that is strong enough to easily  support 200 lbs. The 
stainless steel rack is v ersatile with  multiple uses—not only for  hanging  heavy duty 
water hoses but can also store air  hoses, garden hoses, electrical cords or  anything 
else that is needed to keep clean,  damage-free and safely  organized and off the 
floor. Wall mounted unit is supplied with masonry mounting hardware but can be 
welded to a steel column or bolted to a bulk head using a threaded rod. 

• 300 series Stainless Steel construction resists rusting and adverse reaction   

 to chemicals or other harsh substances and is easy to keep clean

• Solid, heavy duty ½” diameter smooth surface rod means it won’t bend

• Double welded construction at bar plate connections will provide security for   

 a long lasting performance

• Light weight–only 4 lbs. but can easily support 200 lbs. without deflection

• Multiple uses for water hoses, air hoses, electrical cords

• Includes masonry mounting hardware

BASIX HOSE RACK™

Store  water  hoses,  air  hoses,  electrical 
cords, or  a nything else safely off the 
floor keeping them clean and free from 
 contamination or damage! 
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6. REMOVE ALL BURRS AND BREAK 

UNLESS OTHERWISE NOTED             

1. ASME Y14.5M-1994 APPLIES.
2. TOLERANCES ARE:

    SHARP EDGES .015 MAX.

    1/64  FRACTIONS
    .005 3 PLACE DECIMALS
    .01   2 PLACE DECIMALS
    0 30' ANGLES
3. INTERNAL CORNER RAD. .020 MAX.
4. ALL DIMENSIONS ARE IN INCHES.
5. ALL MACHINED SURFACES SHALL
    HAVE FINISH OF 63 RMS MAX.
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SIZE

2801 Bagylos Circle
Bethlehem, Pa. 18020 USA
Tel: 01 (1) 484-893-5080 SHEET 

Rev. 3D

ROUND CORNERS
NO SHARP EDGES

WELDED TOP
AND BOTTOM
TYPICAL

 7.5 

 6.5 
 2X 

0.41 

2. WEIGHT 3.8 LBS. 

NOTE:

1. ALL STAINLESS CONSTRUCTION

KS15

1/8" THK. BENT PLATE
304 ST. STL.

1/2" SOLID BAR
300 SERIES ST. STL.
SMOOTH SURFACE
ENTIRE BAR

 1
.5

 

BASIX HOSE RACKTM

Organize  water  hoses,  air  hoses,  electrical cords, or  a nything else you want to keep  safely off the floor and free from 
 contamination or damage by securely fastening to wall, including masonry, steel columns, or welded to steel structures. 

ORDER # KS15

DIMENSIONS:  12”W x 8½”D x 14⅜” H 

WEIGHT:  4 LBS

MATERIALS:  STAINLESS STEEL 300 SERIES

SPECIFICATIONS

WDEBHR092020

BASIX Hose Rack

1” O.D. Hose Will Hold up to 100’

½” O.D. Hose Will Hold up to 200’

3/8” O.D. Hose Will Hold up to 250’
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ASSEMBLED AND/OR MADE IN THE USA

Includes masonry mounting hardware.

Patent Pending


